Trucks . . .

MauntingkeheyVM66IMotint;
@ome units are unsure where to find info on mounting the M66 machine gun
mount, NSN 1005-00-701-2810, on their trucks.

They don’t need to be. All the info on
kits and parts can be found in the vehicle] Brace here means kit was installed [
-20P TMs. Mounting instructions come with
each Kkit.

Here are the kit NSNs your direct supr
port needs to mount the M66 on the mos
common large trucks:

M939-series 5-ton mounting kit, NSN
1005-01-432-3339, and cab reinforcement
kit, NSN 2590-01-436-9144

M44A2-series 2/2-ton, M809-series 5-
ton: mounting kit, NSN 1005-01-226-
4589, and cab reinforcement kit, NSN 2590-01-322-2694. (The M35A3
21/>-ton truck already has a reinforced cab and just requires the mounting Kit,
NSN 1005-01-226-4589.)

FMTV : mounting and reinforcement kit, NSN 1005-01-381-5431

M977-series HEMTT: mounting kit, NSN 2590-01-220-6377

Unless you install the reinforcement kit when you install the ring mount, the
weight of the mount will crack the cab. The only exceptions are the HEMTT and
M35A3, which don't need the reinforcement Kkit.

After the kits are installed, unit-level maintenance can replace most parts by
using the NSNs in the -20Ps.

| SAVED
A LOT OF TIME
BY NOT REINFORCING
YOUR CAB WHEN |
INSTALLED THE
RING MOUNT!




