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THE DEAL ON ROADWHEELS
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ROADWHEELS
LOOK A LITTLE
DAMAGED!

AT THIS "WHAT'S AND, TWO:
POINT, TWO FOR DINNER? "ARE THEY "HOW DO
QUESTIONS WHAT'S FOR DAMAGED T KEEP IT

SHOULD COME DESSERT?" ENOUGH TO FROM

TO MIND. REPLACE?" | HAPPENING

AGAIN?"

THAT'S | [ NOW, HERE ARE
MUCH — THE ANSWERS TO
BETTER. |7 THOSE GUESTIONS.
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Chunking

YOU'RE ON
YOUR OWN
ABOUT DIINNER
AND
DESSERT..

For roadwheels, one
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missing chunk of rubber
that exposes an area of
metal 3x4 inches or larger
on the wheel surface is
enough to make your vehi-
cle NMC. Even smaller
chunks can make the road-
wheel unserviceable if
together they cover more
than 20 percent of the tread
surface. Depth of the
chunking doesn’t matter.

1 make vehicle NMC

Large chunks of
missing rubber can

Small chunks OK if
f they cover less than
20 percent of tread
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Tread Separation and Weather Cracking

Separation of the tread that is
1 inch or wider and goes around
75 percent of the roadwheel
makes your vehicle NMC.

If weather cracks extend
completely across the tread sur-
face the wheel is unserviceable.

WELL, THAT
ANSWERS MY FIRST
QUESTION, BUT HOW

DO I KEEP THIS
FROM HAPPENING

AGAIN AND AGAIN?
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Check for
separation
that extends
75 percent
around
roadwheel
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GLAD YOu
ASKED. TURN
THE PAGE AND
LEARN HOW
YOU CAN HELP

PREVENT

ROADWHEEL

DAMAGE...
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"CHECK TRACK TENSION
AFTER EVERY OPERATION
AND ADJUST IT
AS NECESSARY.”

54
"EYEBALL ROADWHEEL
MOUNTING NUTS FOR
LOOSENESS.”

REPORT
ANY You
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"MAKE SURE You "REMOVE THEM
CHECK YOUR BEFORE THeY
TRACK DALY FOR
ROCKS AND WHEELS.”
OTHER DEBRIS.”
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( READ AND HEED THE WORDS
IN TM 9-2530-200-24,
STANDARDS FOR INSPECTION
AND CLASSIFICATION OF
TRACKS, TRACK COMPONENTS
AND SOLID-RUBBER TIRES,
kI’OR ADDITIONAL INFORMATION.
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