M109A2-A5 SP Howitzers, M992A2 Ammo Carrier... /,/—\

— y Item Old Part | New Part | NSN THERE'S NO NEED )
Shocks and Bars J"Si,GQ'I' Bettier Number| item | Number | Number [2510-01-|Qty I RCASIEAERIAT
7 RBTSE 1 |Torsion bar | 10898192 |12361490-2 | 300-0225 | 2 AND SHOCKS AT
‘ NOT MINE! 2 Torsion bar | 10898191 |12361490-1 | 300-0224 | 2 ONCE.
" ow! T'VE GOT NEW 3 | Torsion bar | 10898194 | 123614906 | 4920128 | 2
MY OLD TORSION PALADIN SHOCKS 4 | Torsion bar | 10898193 | 123614905 | 493-3427 | 2 JUST REPLACE
BARS AND SHOCKS AND TORSION 5 | Torsion bar | 10898191-1 | 12361490-3 | 300-0224 | 3 THE OLD ONES WITH
ARE SHOT! 6 | Torsion bar | 10898191-2 | 123614904 | 300-0227 | 3 T"‘E}“:E“)’, gz‘lfs AS
7 shock | 40970696 | 12361491 | 303-2933| 4
absorber

It’s time to admit it: The torsion bars and shock absorbers on your ammo carrier
and A2-AS howitzers just don’t cut it.

Some mechanics have wondered why they can’t substitute the sturdier torsion
bars and shock absorbers from the M109A6 Paladin instead. Well, you can stop

wondering.
After  thorough Item Old Part | New Part | NSN
testing, TACOM has  {[Vi]oT-To N 1)) Number | Number |2510-01-|Qty
determined that the 1| Torsion bar |10898191-2 | 12361490-4 | 300-0227 | 3
Paladin torsion bars 2 | Torsion bar | 108981911 [ 12361490-3 | 300-0226 | 3
and shocks are OK 3 | Torsion bar | 10898194 | 12361490-6 | 492-0128 | 3 Watch where you put your feet — 4 / N
to use in A2-AS 4 Torsion bar | 10898193 | 12361490-5 | 493-3427 | 3 s s
howitzers and the 5 [ Torsion bar | 10898194-1 | 12361490-6 | 492-0128 | 1 glieg.you re on top of your MI09A6
. aladin, crewmen.

M992A2. Use the 6 | Torsion bar | 10898193-1 12361490-5 | 493-3427 | 1 ey . ) }
following info to 7 Shock 1 10920696 | 12361491 |303-2933 | 4 ¢ takes ony one misstep fo come P

g absorber down on the signal flare bracket, Gy

pencil in changes to
Figs 116 and 125 of
™  9-2350-311-
24P-1 and Figs 167
and 177 of TM 9-
2350-293-24P.

NSN 1025-01-457-0527. If you’re
lucky, you’ll only bend the metal
clips that hold the signal flares. Then
you may be able to use some pliers
to bend the clips back up.

If you’re unlucky, the clips snap
off. Then you have no choice but to
replace the bracket with a new one.

M109A2-A5 That sets your unit back almost $70.
So save yourself some extra work Misplaced step bends
and your unit a repair bill. Keep your or breaks clip

PS 597

feet clear of the signal flare bracket.




