
Round off the edges and paint the board to prevent splinters. Stencil NO STEP on
each side of the board.

To use the shield, remove the
eyehook seals and slip the shield
over the two lifting rings, laying
it flat on the oil cooler frame.
The rings will hold the shield in
place.

Never use the shield while the
engine is running because it
stops air flow and causes engine
overheating.

Be sure to replace the eye-
hook seals after using the shield.
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Get the heater blower motor for the
HMMWV with NSN 6105-01-463-
5260. This NSN replaces the one
shown as Item 13, Fig 333, of TM 9-
2320-280-24P-2.

NSN 4720-00-065-8682 gets the bulk
rubber hose for the HMMWV wind-
shield’s washer bottle. The parts info
shown in Fig 327 in TM 9-2320-280-
24P-1 is wrong. 

The dimen-

sions are

approximate,

so you may

need to

adjust them

to your
HMMWV.

Lifting rings hold shield in place

hey! it

doesn’t

fit

right!

Need A Heater
Motor?

Or A Washer
Bottle Hose?
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HMMWV…

Nice, straight fins are what your HMMWV needs for the oil cooler to work right.
Bent fins stop air flow through the oil cooler and radiator, overheating the engine
and transmission.

The fins get bent because mechanics lean or crawl onto the oil cooler when they
pull engine PM or adjust belt tension.
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PLYWOOD

NO STEPMake the shield out

of 3/4-in plywood

using the following

dimensions…

You can put a stop

to fin damage by

using an oil cooler

shield to protect

the fins.

you’re not

getting under

my hood with-

out using an

oil cooler fin

shield!


