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HH-60L/UH60A/L…

Dear Sergeant Blade,
When mechanics remove

the tail rotor pitch beam
following Para 5-4-41 of
TM 1-1520-237-23-3, they have
a tough time not damaging the dust
plug and the threads on the shaft,
even when they use tape to protect
the threads.

The nut used with the pitch beam
puller is too small to screw into the
pitch beam shaft. 

So the nut and the 16-lb puller
have to be held in place while removing
the pitch beam. Usually the nut falls
out when tightening the puller. It could
damage the stabilator, the dust plug
or the threads when it pops out. 

We’ve come up with a
solution to prevent damage
to the tail rotor pitch
beam’s dust plug and
threads. 

Using the existing puller,
NSN 5120-00-948-3923,
and a discarded nut,
NSN 1615-01-095-7372,
we made a round plate that
attaches to the back of the
nut with screws. Drill a 
1/2-in hole in the center
of the plate. Have your
AVIM shop make the
nut plate using the
drawings.

man, removing

the tail rotor

pitch beam is

such a pain!

At least

get me an

umbrella!

You’re telling

me! you guys

always drop

the nut and I
end up getting

damaged!
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The nut replaces
the old smaller nut on
the shaft puller, so
now we can screw it
into the pitch shaft
to remove the pitch
beam without any
damage. 

SGT Andres 
Chamorro, Jr.

MA Army National 
Guard 

Sergeant

Chamorro,

Good Job.

You’ve pitched a

no-hitter with

this pitch beam

solution! 

ok. let’s

get this

shaft out

of the tail

rotor.

with this nut

attachment, we

don’t have to

worry about

the old nut

falling out

anymore.

ø.520 thru

Nut backing
plate

1/4-28 cap screw

Nut NSN
1615-01-
095-7372

ø2.760
hole
pattern

ø3.168

ø.270 thru
8 places spaced evenly

ø.125 thru
2 places

.250

.315

.630

Attach fabricated nutplate
assembly to puller

Attach pitch beam
puller like TM 1-1520-
237-23-3 says

(See next
view for
closeup)

Tighten pitch beam
puller, following
TM procedures

Notes:
1. Make from mild steel
2. Remove all burrs and
sharp edges
3. All dimensions are
in inches

side view

top view
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