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Radio test set,
AN/GRM-122,

NSN 6625-01-432-
8369, is asking for 

some respect.

it’s telling you from the corner 
of your workbench that it’s doing 

a heck of a job diagnosing 
SINCGARS problems,…

yes,
your grm 
is grim.

…but you
don’t really 
appreciate it.

that’s 
right!

ahh!

ON THE NEXT 
TWO PAGES are 
nine things 

you can do to 
put a smile 

on your GRM’s 
screen

I sure 
hope so!

you’ve 
been 

working 
hard!?

man! I’ve 
been working 

hard all
afternoon!

AN/GRM-122…

Some GRM News
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1. Use the covers when not 
using the GRM. The GRM 
has two front covers. They 
are not there to be used 
only when transporting the 
GRM. They are there to 
keep dirt and dust out and 
to protect the face of the 
GRM any time it is not in 
use. So, use them.
2. Inside each cover is a carrying pouch for BII and cables. Hook-and-pile fasteners 
hold these pouches in place. If it has been there awhile, chances are good that the 
hook-and-pile is no longer doing its job. Peel off the old hook-and-pile, clean the 
area well, and put on new.

3. Clean over the entire case and 
front panel of the GRM lightly 
whenever necessary. Use a small 
amount of liquid detergent and 
a damp, lint-free cheesecloth, 
NSN 8305-00-267-3015, to 
keep the GRM clean.
 Use Citra-Safe, NSN 6850-
01-378-0616, to clean electrical 
connectors. 

4. Remember, lifting the 
GRM is a two-person job. 
Sure, it can be done by one, 
but it also can be dropped and 
banged by one! Then you can 
kiss calibration goodbye. 
5. The GRM must be calibrated 
every six months or in some 
commands, every year. Calib-
rate it more often, if you 
suspect a calibration problem. 
Your TMDE shop will use the 
info in TB 9-6625-2296-35 to 
calibrate the GRM.
6. Make sure you always have 
the latest and greatest software 
version programmed into your 
GRM. Check with your TMDE 
shop to find out the latest version. 
Right now you need Version 5.0 in 
the TS-4317 and Version 5.01 in 
the PL-1536/GRM. Contact your 
TMDE shop if your GRM needs 
upgraded hardware or software.
7. When you take your GRM to the field and use it in a commo shelter, strap it down. 
A hard bump when moving or a hard bump from a body in the close confines of a 
shelter can be enough to lose calibration.
8. If a cover is provided for a receptacle, 
use it. Itʼs there for a reason, not just to 
hang around.

9. Do a regular check for loose nuts, 
screws and frayed cables.

It takes TWO to lift it!!

Is your 
soft-
ware 
right?

Use 
receptacle 
covers

Use the two covers

Check the 
carrying 
pouch

Peel off and replace 
old hook-and-pile

Clean 
entire 
case

How’re you 
feeling 

now, GRM?

take care 
of that, 
grm! take 
care of 
this, 

grm!… who 
takes care 
of me!?

loved!
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