
38PS 645 AUG 06

Dear Editor,
 Vibration on SINCGARS 
antennas mounted on HMMWVs 
with mounting kits, MK-2327, 
NSN 5895-01-229-1298, or 
MK-2328, NSN 5895-01-297-
8000, is causing the mounting 
bolts to pull away from the vehicle. 
 The problem is the metal is 
thin on the HMMWV at the wheel 
sponson where the antenna
mounts go. 
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80063-A3157646
CURBSIDE

NOTES:
1. Aluminum, 1/8 thick, 5052-1434 
per spec 00-A-250/8.
2. Remove all burrs and sharp 
edges
3. Finish P610A5 lusterless green 
383 in accordance with MIL-
F-14072.
4. Marking shall be standard 
gothic. 1/4 inch high letters. 

black per spec. MIL-M-
15Z31, group 1, table 1.

9515-01-374-7166 
Top, Rear Curbside

NOTES:
1. Aluminum, 3/8 thick, 5052-1434 per spec 00-A-250/8.
2. Remove all burrs and sharp edges
3. Finish P610A5 lusterless green 383 in accordance with MIL-F-14072.
4. Marking shall be standard gothic. 1/4 inch high letters. black per spec. MIL-M-15Z31, group 1, table 1.

9515-01-374-7167 
Bottom, Rear Curbside

 
 To solve this problem, reinforce the area with aluminum plates. If you use 
the MK-2328, order metal plate, NSN 9515-01-374-7165, for the top 
rear roadside mount and metal plate, NSN 5340-01-374-7164, for the 
bottom rear roadside mount.
 If you use the MK-2327, use metal plate, NSN 9515-01-374-7165, 
for the top rear roadside mount; NSN 9515-01-374-7166, for the top 
rear curbside mount; and NSN 9515-01-374-7167, for the bottom rear 
curbside mount.

       Barbara Cusack
      PM TRCS CECOM
      Ft Monmouth, NJ

SINCGARS…

Reinforce
the antenna

mount
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ROADSIDE

NOTES:
1. Aluminum, 3/8 thick, 5052-1434 per spec 00-A-250/8.
2. Remove all burrs and sharp edges
3. Finish P610A5 lusterless green 383 in accordance with MIL-F-14072.
4. Marking shall be standard gothic. 1/4 inch high letters. black per spec. MIL-M-15Z31, group 1, table 1.

5340-01-374-7164 
Bottom, Rear Roadside

Editor’s note:
If you need more 
information on this 

problem, email Ms 

Cusack: Barbara.
Cusack@us.army.mil

NOTES:
1. Aluminum, 1/8 thick, 5052-1434 per spec 00-A-250/8.
2. Remove all burrs and sharp edges
3. Finish P610A5 lusterless green 383 in accordance with MIL-F-14072.
4. Marking shall be standard gothic. 1/4 inch high letters. black per spec. MIL-M-15Z31, group 1, table 1.

9515-01-374-7165
Top, Rear Roadside

here are 
the ones 
for the 

roadside!

this 
should 
keep 

you on 
top of 
things!
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