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any bilge water that collects in your Stryker probably contains a lot more than just 
water. It may also be mixed with oil, antifreeze, hydraulic fluid, fuel, and lots of other 
hazardous materials.
 Needless to say, dumping hazardous materials onto roads, motor pool parking 
lots, and other paved and unpaved areas is an environmental no-no. Contaminated 
bilge water will seep into the ground or flow to storm sewers and eventually into 
surrounding bodies of water.
 That puts your unit or installation in direct violation of the Clean Water Act and can 
result in a stiff fine stateside. You can also receive fines from foreign governments for 
dumping contaminated bilge water while overseas.
 To prevent spills, keep all drain plugs in place. If the drain plugs must be removed 
while the vehicle is parked, position a drip pan, NSN 4910-00-387-9592 or 4910- 
01-481-6297, directly under each drain plug hole to catch whatever comes out. 
Dispose of the drip pan contents in an appropriate container following installation 
regulations and requirements.

  Before discharging bilge contents, 
you should first contact your 
installation environmental coordinator. 
He’ll determine where and under what 
conditions the bilge can be drained. 
Under no circumstances should you 
purposely add any oil, fuel, chemicals, 
soaps or solvents to bilge water before 
discharging it.

Stryker…

Do not open 
drain plugs with-
out having drip 
pans in place

uh, oh! no, honest! 
it wasn’t me!

they dumped 
my bilge 
water!


