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Condition of Parts
What’s the condition of the parts?
Are they in good working order?

• Stack has no broken seams, missing 
sections or carbon, soot or creosote build-
up.
• Fuel hoses have no cuts or holes. Quick-
disconnect fittings are clean. O-rings are in 
good shape, not cracked, cut or flattened. 
Priming valve does not leak.
• Fuel control valve has a heat shield with 
all screws present. Quick-disconnects are 
clean. Priming cup is in good shape.
• Heater body has no large dents that might 
prevent the lid or stack from fitting.
• Lid has a working sight glass.
• Fuel hose from the fuel control valve to 
the burner is in good shape. Hose has no 
cracks, cuts or dry rot.

Inventory
 Does the heater have all its parts?

Setup and Before Operations
 Is the heater set up and fueled properly? Any sign of problems?
• Use only authorized fuel: DF1, DF2 or DFA diesel, JP8, Jet A or kerosene.
• Stack is put together using all six sections. A cap is attached and tied off to stakes in 
the ground.
• For liquid fuel operation, solid fuel grate is removed and burner cover is installed in 
the door frame.
• Fuel control valve is set to the proper temperature setting: either below -25°F or
above -25°F.
• No fuel is leaking under the heater, at 
the priming valve, the gravity
feed adapter or the fuel
control valve quick-
disconnects.

• rear door
• stack cap with 
tie-down ropes
• fuel control 
valve
• gravity feed 
adapter
• front door

• burner cover
• overflow hose
• fuel supply hose
• six stack sections
• reaming tool
• lid
• solid fuel grate

An Operator’s Checklist

Arctic Space Heater…

An Operator’s Checklist
operators, before you 

fire up your arctic 
space heater this 

winter, take time to be 
your own inspector. 

here are the essential 
things to look at and 
the checks to perform 
before and during 

operations…

Stack cap with 
tie-down ropes

Overflow hose

Stack 
in good 
shape?

Are quick-disconnect 
fittings clean?

Fuel control valve set to 
proper temperature?

do not 
start the 
heater if 
fuel is 
leaking.

for more information about 
parts, see wp 0002, location 

and description of major 
components, in tm 10-4520-

261-12&p.
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Get Your Education

During Operations
 Is the heater running properly? Any sign of leaks?
• Lid is in place.
• No fuel is leaking under the heater, at the 
priming valve, the gravity feed adapter or 
the fuel control valve quick-disconnects.

Lid in place?

never try to re-light the 
burner when it is hot. hot 

fuel vapor could explode. 
wait until the burner has 
cooled, then re-light it.

if you find anything you can’t fix,
refer it to unit maintenance. for the 
full story on what to look for, see 

wp 0010, preventive maintenance checks 
and services, in tm 10-4520-261-12&p.

if fuel is 
leaking, 

shut down 
the heater 

immediately!

it’s spelled out in
Chapters 6 and 7 of AR 
600-55, The Army Driver 
and Operator Standard-
ization Program (Selec-
tion, Training, Testing 

and Licensing).

You must be trained and 
licensed to set up and 

operate heaters.


