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NSNBattery

BA-5390/U
BA-5390A/U
BA-5590A/U
BA-5590B/U
BB-2590/U

6135-01-501-0833
6135-01-517-6060
6135-01-523-3037
6135-01-438-9450
6140-01-490-4316

Characteristics Data
Lithium Sulfur Dioxide;
15/30 Volts; 185 Watt-hours; 
Weight: 2.33 lbs;
Used for manportable electronic
   equipment

Characteristics Data
Battery output = 16.5/33 Volts (OCV)
   and 12/24 Volts (NOM);
Cutoff voltage = 8.0 volts;
Battery capacity = 6.2 amp hours at
    2 amps discharge; 
Battery chemistry is lithium ion; 
Operating temps = -20°C to +50°C
   (-4°F to 122°F)

AN/PRC-119 
EPLRS RTs 
AN/GSQ-187

AN/PPN-19(V)2
AN/PSC-5 
M-22

AN/PRC-117F 
AN/TMQ-30 
AN/PRC-150

There Are ChoiCes to Make

Lithium Batteries…

There Are ChoiCes to Make

there are truck-
loads of equip-
ment in the army 

inventory powered 
by one of these 

lithium batteries…

OK... 
which 

battery 
do you 
want?

I dunno! 
there are 
so many 
choices!

some of that 
equipment is…



TSEC/KY-57 VINSON
TSEC/HYX-57 SPEECH SECURITY 
EQUIP REM
C-10377/GTC COMSEC MODE 
SELECTOR CTRL
TSEX/KY-99 MINTERM
AN/MST-20 PLUS M/PAC UHF
 SAT TRANSCEIVER
AN/VSC-7 NET CONTROL STA 
MANPACK RADIO
AN/URC-100 MANPACK RADIO SET
AN/URC-101 MANPACK RADIO SET
AN/GRC-213 IHFR RADIO SET
AN/URC-104 MANPACK RADIO SET
AN/GRC-193 IHFR RADIO SET
RT-1175A/GSQ RADIO REMBASS 
REPEATER

AN/PRC-104A HF RADIO SET
AN/URC-112 RADIO SET

AN/PRC-119 MANPACK RADIO SET
SINCGARS

AN/VRC-88 MANPACK RADIO SET
AN/VRC-91 MANPACK RADIO SET
MILES (Multiple Integrated Laser

Engagement System)
AN/PEQ-1A SPEC OP FORCES 

LASER MARKER
AN/GSQ-18 SENSOR

MONITOR SET
(REMBASS)

RT-1343/TSQ129
AN/PPN-19(V2) RADAR SET
AN/PPN-19(V1) RADAR SET

OL-200/GYK29V BATT
COMPUTER UNIT

44PS 652 MAR 07

NSN Unit of 
Issue

Features Energy
(Watt-Hours)

SINCGARS
ASIP RuntimeBattery

BA-5390/U
BA-5390A/U
BA-5590A/U
BA-5590B/U

BB-2590/U

Plain
SOCI*
SOCI*
Plain
Recharge-
able, SOCI

250 W-hrs
250 W-hrs
185 W-hrs
185 W-hrs

175 W-hrs

47 hrs
47 hrs
33 hrs
33 hrs

30 hrs

6135-01-501-0833
6135-01-517-6060
6135-01-523-3037
6135-01-438-9450

6140-01-490-4316

PG (4)
PG (4)
PG (4)
PG (4)

EA (1)

*SOCI=State of Charge Indicator

here are some 
characteristics of these 
batteries that should 

help you determine what 
you need in which pieces 

of equipment.

the bb-2590/u 
is recharge-

able. to use it, 
you will need a 
battery charger 
which already 
has adapters.

you have a choice
in chargers: 

the pp-8498/u,
nsn 6140-01-495-2839, 

or the pp-8481B/u, 
nsn 6130-01-527-2726, 
charger on the move.

 We work
off of ac or 
vehicle dc!

the ba-5390a/u is an 

upgraded ba-5390/u.

the life varies by the 
piece of equipment in 
use, but as a rule of 

thumb, the ba-5390A/u 
will give you about

40 percent more run-
time than either the 
ba-5590B/u or the 

ba-5590a/u. 

the bb-2590/u
will run about

90 percent as long 
as the ba-5390/u 
or ba-5390a/u.

of course, when 
the use-’em-up and 

throw-’em-away 
batteries are long 

gone, the bb-2590/u 
will still be
doing its job.

all the 
batteries 

weigh between 
two and three 
pounds… some 
a few ounces 
below and 
some a few 

ounces above. 

take these 
characteristics 
and look hard 
at mission and 
battery use.

one of these 
batteries will 
probably make 

more sense than 
the others.

a state-of-charge 
indicator has been 

added.

BA-5390A/U
now has state-of-  
charge indicator

which of 
these lithium 

batteries 
is right for 
your needs 
depends on 

your mission.
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