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 Make sure you clean the fittings before you give ‘em pumps of grease during 
scheduled services. You can stop any damage to mid-roller’s cylinders by keeping 
sand and dirt out of ‘em. 
 These fittings are covered 
with dried mud and hard-
packed sand. Dirt and sand 
stick to grease. With a dirty 
grease gun extension or dirty 
grease fitting, an abrasive 
sandpaper-like combo is 
pumped into the cylinder. 
Contaminated grease will 
score the cylinder every time. 
Eventually, the excavator gets 
sent to support for cylinder 
repair or replacement.

DEUCE…

Lube the 
‘Under’ 
Fittings

Front minor bogie pin Tension 
cylinder 
pin

Major bogie pin

Rear
minor 
bogie 
pin

Clean fitting 
before lubing

you better 
clean my fittings 
before you use 
that grease gun!

for a smooth ride, 
lubing these fittings 
under the vehicle’s 
carriage is critical.

so wipe any gunk off 
the undercarriage 

grease fittings and 
the dirty end of the 
grease gun before 

you start a lube job.

operators, grease 
fittings need lube, 
especially under-
carriage ones for 
the following…

whoa, 
buddy! 

DEUCE Winch Not for Towing
Operators, follow the word on Page 85 of TM 5-2430-200-10. The tractor’s winch cable  
is rated at 44,000 pounds and works for self-recovery. Do not use the cable to tow 
another DEUCE!

what 
she 
said!
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