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Deployed units should order BA-5390A/U, NSN 6135-01-517-6060, and BA-
5590A/U, NSN 6135-01-523-3037, batteries with a state of the charge indicator 
(SOCI) so you will always know how much of a charge is left in the battery. 
 That way, you can swap out the battery for your SINCGARS ASIP radio or other 
devices when the charge is low instead of changing batteries too soon just to make 
sure the battery lasts through the mission or the day. 
 The BA-5590 is cheaper, but doesn’t last as long as the BA-5390. In fact, you 
should get at least 50 percent more battery life out of the BA-5390.
 The BA-5590 is slightly lighter and is more effective in cold temperatures 
than the BA-5390, which is more effective at higher temps. So, depending on the 
mission, choose the BA-5390A/U or the BA-5590A/U. 
 The Communication-Electronics Life Cycle Management Command (C-E 
LCMC), formerly CECOM, has developed an automated tool to help you determine 
which battery and how many you will need to complete your mission. Go to:

https://lrcteams.monmouth.army.mil/QuickPlace/ipm/Main.nsf
then under What’s New, click on Battery Calculator. Your AKO login will be 
needed to download the POWER software. 
 Deployed units in a training phase and non-deployed units should continue  
to order non-SOCI batteries–BA-5390/U, NSN 6135-01-501-0833 and BA-5590B/
U, NSN 6135-01-438-9450.

BA-5390/5590 Batteries…

State of Charge Indicator
is Here!

I wish there 
was some way 
to tell how 
much juice is 
left in this 
battery!

You’re 
in luck, 
bucko! 

That’s 
what I’m 
here for!


