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Kit NSN
5895-01-

TB
11-5820-890-20-

Radio

MK-2325/VRC
MK-2326/VRC
MK-2327/VRC

MK-2328/VRC

225-0510
225-3332
229-1285

297-8000

27
28
29

90

AN/VRC-87/88/90
AN/VRC-89/91/92
AN/VRC-89/91/92
AN/VRC-87/88/90

and
AN/VRC-89/91/92

NSN 5995-01-

CG-3855/VRC
CG-3855/VRC
CG-3855/VRC
CX-13292/VRC
CX-13302/VRC

18
15
21
8
6

2
1
1
4
2

219-7035
219-7034
225-1660
259-9283
274-5084

CG-3855/VRC
CG-3855/VRC
CX-13302/VRC
CX-13292/VRC

219-7035
225-1660
274-5084
259-9283

18
21
6
8

2
1
2
2

CG-3855/VRC
CG-3855/VRC
CX-13292/VRC
CX-13302/VRC

219-7035
225-1660
219-4704
274-5084

18
21
6
6

1
1
2
1

219-7035
274-5084

CG-3855/VRC
CX-13302/VRC

18
6

1
1

MK-2325/VRC

Cable Length (ft) Qty

MK-2326/VRC

MK-2327/VRC

MK-2328/VRC

SINCGARS…

Installation Kits at Your Fingertips

there are four 
installation kits 
used in hmmwvs. 
here they are…

there are 
more than 200 

installation kits 
for installing 
sincgars in 
wheeled and 

tracked vehicles.

each kit 
has its own 
components 
listed in its 

own tb.

the mk-2327/vrc 
and the mk-2328/
vrc are installed 
only in the m998 

and m1038 hmmwvs 
with soft tops.

it’s important to 
match the vehicle, 
kit and tb before 

you begin
installation.

one 
area of 

confusion 
is with the 
cables.

cables 
are being 

stored to-
gether and 
losing their 
specific kit 
identity.

this 
leads 
to the 
wrong 
cable 
being 
used.

if you’re doing an 
installation where 

the cable connector 
doesn’t fit quite right 
or the cable is too 
long or too short, 

chances are you have 
the wrong cable!

here 
are the 
cables 

for each 
kit…

one more thing 
about the cables—

they wear out!

some recently 
checked cables 

that were installed 
and being used had 

an 8 watt loss!check the cables 
for obvious wear and 
tear and if you find 
any, replace them.

a good cable should 
have less than 1 watt of 
loss from end to end.

that kind of loss 
could cut the 

distance of your 
conversation in 

half.
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