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 The bracket can be used with both the old 
and new high speed shafts and must be used 
with the Black Hawk AVA script file UH_60 
75 version 7.5f or higher. 
 The bracket holds the optical rpm sensor 
for the high speed shaft balance procedure.
 Engine high speed shaft balance procedures 
must be completed following repair, 
replacement, and or reinstallation of the high 
speed shaft assembly. Follow the balancing 
procedures in WP 0069 00 of TM 1-6625-724-
13&P.
 Also, engine high speed shaft balance  
must be done if the 120-hour vibration check 
shows the No. 1 or No. 2 engine vibration 
levels above the limit of 0.50 inches per 
second (ips). 
 Engine high speed shaft balance procedures must be exact and the final vibration 
level must not be above 0.50 ips. If the aircraft is flown with vibration levels over the 
limit, premature failure of the high speed drive shaft assembly can result.

UH-60
Series… Drive Shaft Bracket

looks like we’ve 
got to do a 

shaft balance. ok, I’ll get 
that new 
bracket.

New optical bracket MUST 
be used with current UH-60 

Script File Version 7.5f

mechanics, there 
is a new aviation 

vibration analyzer 
(ava) bracket, nsn 
5340-01-569-5825.

use it when balancing 
your black hawk’s high 

speed shafts.


