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 The adapter can be ordered with PN 
TMU8B through the SKOT website:

http://pmskot.army.mil
 Once you get the adapter, put it in 
drawer B4 centered between PN FS121 
and PN SGT4B. Use a sharp knife to 
cut two slots in an X pattern in the 
drawer foam 1/4 to 1/2 inch long. Place 
the adapter in the slot and adjust the 
slot as necessary. You can also use a 
drill 1/4 to 1/2 inch in diameter to make 
the slots.

An impact wrench can do powerful 
work tightening or loosening nuts. It’s 
much more powerful than a regular 
socket wrench. 
 That’s why you should never use a 
regular socket with an impact wrench. 
The extra torque put out by the impact 
wrench can shatter a normal socket, 
sending shrapnel everywhere. That 
could really ruin someone’s day. 
 When you need the extra power of an 
impact wrench, use the impact sockets 
specially made to withstand the force 
of the wrench. Then you can safely 
remove those tough nuts.

Tools…

Impact Wrench 
 Needs

Impact Sockets

Socket Adapter
Added to SECM

Put adapter here

if you’re going to use 
that impact wrench, you 
better use the sockets 

that come with it.

if you use regular 
sockets, we both 
could be injured.

A universal adapter 
has been added to the 
1/4-in drive set for the 
SECM (shop equipment, 
contact maintenance),
NSN 4940-01-548-9064.
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