All Aircraft...

NOT A ONE-STOP FIX-ALL

HEY, THESE UH-HUH. AND HAVE You | PO I
ITEMS NEED DONE AN INSPECTION e LOoK
FIXING. AND CLEANED AND = LIKE YOUR
TROUBLESHOT THESE

ITEMSZ

WHEN ARE You MECHANICS, YOUR

5 N cLPPORT SHOP HAS A
auin eve cone W SR © TS SR Von
po yoUR PMCS ' I 1 N
THEY ARE NOT A
ONE-STOP FIX-ALL
FOR YOUR AIRRCRAFT

COMPONENTS.

IN OTHER WORDPS,
SUPPORT 16 NOT

Anytime you remove components from your helicopter for turn-in, make sure the
components have been properly evaluated, cleaned, inspected and tagged. Then ensure
that the caps and plugs are installed before turning them in to support.

There's a tendency to think that if components have problems, you just remove ‘em,
tag ‘em and turn them in to the support shop because support is a one-stop shop to fix
everything.

It's not support’s job to clean dirty control heads, or avionic components, drain fluid
from removed hydraulic components or perform other tasks that you can do yourself.

Never turn in a component to support until all the cleaning, inspecting, trouble-
shooting and proper paperwork is complete. That way, the turn-around time for component
repair will not be delayed because the unit didn’t perform the correct turn-in procedure.
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