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Ground Support... I‘
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I GUESS HE PIPN'T REALIZE
WHEN THOSE STANDS ROLL
TOO FAST THEY'RE LIKE A
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Dropping pan? Disconnect plug before dropping pan fully
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EVERYBOPY KNOWS
THAT REMOVING THE
BULKY BLACK HAWK
CABIN FLOOR MEANS
BACK-BREAKING PAIN.
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IN A HURRY AND FORGET TO

AFTER ALL, IT'S TOUGH
AS NAILS TO GET oUT. |
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includes the maintenance stand.

Slow your roll when maneuvering the low-level maintenance stand, NSN 1730-
00-269-8283, near your aircraft. Before moving the maintenance stand, make sure

the top section is locked into position.

The stand is bulky and heavy. It doesn’t roll like a car so you can’t stop it like
one. When you roll the stand up to an aircraft too fast, it can act like a runaway train.
Before you know it, Bam! You just took out a chunk of the airframe.

The best bet when using the stand is slow and steady. Start slowing down while
you still have plenty of room to stop before reaching your aircraft.
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REMOVE ALL THE CABIN FLOOR

THE FLOOR SNAPS OR BREAKS
PURING REMOVAL.

SCREWS. WHEN THAT HAPPENS, [

EYEBALL THE FLOOR CLOSELY BEFORE
REMOVING IT FROM THE BIRD. BECAUSE
THE SCREWS ARE COUNTERSUNK, MISSING
JUST ONE SCREW COULD SPELL DISASTER,
ESPECIALLY IF IT GOT OVER-TORQUED AND

WENT THROUGH THE FLOOR.
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