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Component Fluid/Lubricant

Table 1 Lubrication Table

Capacities Expected Temperature
(Degrees)

Engine oil

Transmission
oil

Transfer
case oil

OE/HDO-40 (tactical, MIL-L-2104)

OE/HDO-10 (tactical, MIL-L-2104)

OE/HDO-15/40 (tactical, MIL-L-2104)

OEA (arctic, MIL-L-46167)

OE/HDO-40 (tactical, MIL-L-2104)

OEA (Arctic,MIL-L-46167)

OE/HDO-30 (tactical, MIL-L-2104)

OE/HDO-15/40 (tactical,MIL-L-2104)

OEA (Arctic,MIL-L-46167)

100°F to 120°F (38°C to 49°C)

20°F to -50°F (-7°C to -46°C)

-6°F to 120°F (-21°C to 49°C)

100°F to 120°F (38°C to 49°C)

20°F to -50°F (-7°C to -46°C)

-6°F to 120°F (-21°C to 49°C)

40°F to -50°F (4°C to -46°C)

60°F to 120°F (-16°C to 49°C)
Hydraulic

reservoir oil OE/HDO-10 (tactical, MIL-L-2104)

OEA (arctic, MIL-L-46167)

OE/HDO-30 (tactical, MIL-L-2104)

-6°F to 74°F (-21°C to 24°C)

20°F to -50°F (-7°C to -46°C)

20°F to 120°F (-7°C to 49°C)

Oil can
points

OE/HDO-10 (tactical, MIL-L-2104)

OEA (arctic, MIL-L-46167)

Cleaner lubricant

GO-75 (MIL-L-2105)

GO-80W/90 (MIL-L-2105)

-6°F to 100°F (-21°C to 38°C)

40°F to -50°F (4°C to -46°C)

120°F to -50°F (49°C to -46°C)

GO-75 (MIL-L-2105) 20°F to -50°F (-7°C to -46°C)

Planetary
hub gears,

gear oil

GO-80W/90 (MIL-L-2105)

GO-75 (MIL-L-2105)

-6°F to 120°F (-21°C to 49°C)

20°F to -50°F (-7°C to -46°C)

20°F to -50°F (-7°C to -46°C)

-6°F to 120°F (-21°C to 49°C)36 pt

36 pt

41 pt

41 pt

32 pt

32 pt

40 pt

40 pt

-6°F to 120°F (-21°C to 49°C)

20°F to -50°F (-7°C to -46°C)

3.1 pt

3.1 pt

Axle #3
gear oil

Axle #2
gear oil

Axle #5
gear oil

Axle #4
gear oil

GO-80W/90 (MIL-L-2105)

GO-75 (MIL-L-2105)

GO-80W/90 (MIL-L-2105)

GO-80W/90 (MIL-L-2105)

GO-75 (MIL-L-2105)

-6°F to 120°F (-21°C to 49°C)

GO-80W/90 (MIL-L-2105) -6°F to 120°F (-21°C to 49°C)Axle #1
gear oil GO-75 (MIL-L-2105) 20°F to -50°F (-7°C to -46°C)

20°F to -50°F (-7°C to -46°C)

-6°F to 120°F (-21°C to 49°C)

-6°F to 120°F (-21°C to 49°C)

40 qt

40 qt

40 qt

40 qt

40 qt

10.5 qt

10.5 qt

234 qt

234 qt

234 qt

As
required

As
required

As
required

As
required

33 pt

33 pt

40 qt

Component Fluid/Lubricant

Table 1 Lubrication Table (continued)

Capacities Expected Temperature
(Degrees)

As
required

1 pt

1 pt

2 qt

0.5 pt

103 qt

100 qt

All temperatures

120°F to -50°F (49°C to -46°C)

120°F to -50°F (49°C to -46°C)

120°F to -50°F (49°C to -46°C)

120°F to -50°F (49°C to -46°C)

Use when extended periods of
40°F (4°C) are encountered

Above -50°F (-46°C)

MIL-PRF-680

GO-75W/90 (MIL-L-2105)

GO-75W/90 (MIL-L-2105)

GO-75W/90 (MIL-L-2105)

GO-75W/90 (MIL-L-2105)

Arctic-type (MIL-A-11755)

Ethylene Glycol (MIL-A-46153)

Solvent
cleaning

compound

Swing drive
gear box,
gear oil

Hoist gear
box, gear oil

Self-recovery
winch gear

box, gear oil

Steering gear
box 2.21:1,

gear oil

Antifreeze

Item

Table 7 Capacities

Specification

Engine oil w/filter
Cooling system

4500SP transmission w/filter
Front tandem axle #1 carrier

Axle #2 carrier
Rear tandem axle #3 carrier

Axle #4 carrier
Axle #5 carrier

Wheel ends
Hydraulic reservoir w/filters

Power steering reservoir
Fuel tank (main)

Fuel tank (auxiliary)
Transfer case

Radiator
Windshield wiper fluid

On and off road w/arctic kit

On and off road w/o arctic kit

32 qt
100 qt
39 qt
17 qt

17.5 qt
22 qt
19 qt
15 qt

1.55 qt
234 qt
33.5 qt
100 gal
85 gal
10.5 qt
96 qt
3 qt

-50°F to 120°F
(-46°C to 49°C)
-25°F to 120°F
(-32°C to 49°C)

PLSA1… Lubrication Table Changes

the plsa1 is new to the 
field. that means changes 
to lubrication table 1 and 

capacities table 7 in
Ietm 9-2320-319-13&p.

note these updates 
to the following tm 

tables.
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