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grease, molybdenum disulfide (GMD) is far superior to TW-25B as a lubricant for the 
M230. It holds up better to the heat the M230 produces with its heavy-duty action. 
 But TW-25B is better to use in the desert because it attracts much less sand than GMD. 
However, you can’t decide on your own to use TW-25B. TACOM must approve. Your local 
TACOM LAR can help get authorization. 
 Make sure all levels of maintenance know which lube you’re using on the M230. You 
don’t want the unit repairmen using GMD while support is lubing with TW-25B. Mixed 
lubes will damage your M230. 
 If you change lubes, remember to first clean off the old lube with isopropyl alcohol. 
The roller chain, drive gear/bearing and the bearing surfaces where the rotor mates get a 
heavy coat of lube. Use a brush or a caulk or grease gun to apply the lube. When you’re 
finished, grease should be visible and plentiful.

Give a light 
coat to rail 
and chutes…

…and heavy 
coat to roller 
chain

 Use a brush, cloth or 
syringe to apply a light 
to moderate coat to the 
forward and aft track, 
bolt and cam area, bolt 
locking lugs, receiver walls, 
breech barrel support, gun 
support bearings, rails and 
chutes. The grease should 
be slightly visible.

gmd vs 
tw-25b

M230
Automatic  Gun…

gmd vs 
tw-25b

hey, we’re 
NOT in the 
desert!

that’S the ONLy 
timE you use that 

stuFf on mE.

the rest 
of the time, 
I NeEd GMD!


